
96

Automation



97

Eco•Tower
automation system

Page 102

Eco•Compact
automation system

Page 106

Eco•Grip®

clamping devices
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Quick•Point®

base towers
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Eco•Tower can be installed and adapted to every machining centre. Here are some impressions of our satisfied 
customers:

Front-loading with Hermle B300:
"Lang's Eco•Tower meets the criteria for a modern automation system: Simple 
handling, reliability and a resonable purchase price. Furthermore we get every-
thing - zero-point system, clamping vices,... - from one source!"
Fa. Peter Merkl Präzisionsfertigung, Gilching

Eco•Tower with Mazak Variaxis 500-5X II DMU 40 monoBlock
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Eco•Tower can be installed and adapted to every machining centre. Here are some impressions of our satisfied 
customers:

Eco•Tower Automation

Hedelius RS 80 Magnum

Side-loading of DMU 50 eVolutionFront-loading of Spinner VC1160

„With the Lang Technik Automation system you get flexibility and the machining 
centre now works 8 to 10 hours longer“
Franz Walter GmbH, Maulbronn
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"Thanks to the LANG automation system we were able to increase the productivity of our 5-face machining centre dramatically. 
Now we are able to finish tasks with high machining capacity in a short period of time. Besides we are convinced by the 
simplicity of the system. We are going to keep investing in LANG technique in the future ..."

Uwe Zitelmann, Manager OZT GmbH, Oyten

One week with LANG automation

Increased profit for every batch size. Please pay attention
to the long cutting time (blue blocks)!

Duration analysis of 

a MAZAK Variaxis 500 

WITHOUT LANG auto-

mation

 = machining time 

Duration analysis of 

the same machining 

centre WITH LANG 

automation

 = machining time
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Support pallet, incl. fit bushings

Description/Type
Height 
in mm

Diameter 
in mm

Weight
in kg

Order No. Price

Support pallet, aluminum, Ø178 mm + bump 
stop, with hole pattern as per drawing

24 ± 0,02 178 1,7 65191

Support pallet, steel, Ø178 mm + bump stop, 
without hole pattern

24 ± 0,02 178 5,8 65192

Support pallet, aluminum, Ø178 mm + bump 
stop, without hole pattern

24 ± 0,02 178 1,8 65193

Automation support pallets, Ø 178 mm
Ideal support system for fixtures, clamping devices or work pieces

incl. fit bushings 12H7 to align
centre vices 46 and 77

colour-indicators for bilaterally cor-
rect insertion

4 bores with fit for mounting 
of clamping devices or work 
pieces

sturdy base body made 
of aluminum or steel

ergonomic recessed grip 
for handling system

equipped with Quick•Point® 96 
clamping studssupport pallet 

without bores
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Automation > Support pallets

With support pallet our Makro•Grip® vices can be mounted 
without modification.

Even work pieces can be automated with support pallets.
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Quick•Point® base tower 96 – Flexible solution
for adaptation in zero-point pallets

highest clamping 
forces due to patented 
wedge closing design

two different 
sizes available:
80 mm and
100 mm

interface adapter for manual operation 
of the base tower. Can be connected to 
a pneumatic hose or operated directly 
with a compressed air pistol.

incl. clamping studs for 
fast pull down or set up in 
Quick•Point® 96 zero-point 
pallets

pneumatic interface to 
clamp, release and control

Quick•Point base tower 96, Ø176 mm

Description/Type
Height
in mm

Mounting to 
Quick•Point® 

pallets 96 
via clamping 

studs

Weight
in kg

Order No. Price

Quick•Point® base tower 96 
with clamping studs

80 8,6 65850-080

Quick•Point® base tower 96 
with clamping studs

100 10,0 65850-100

ground pallet,
easy to clean
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Automation > Quick•Point® base tower

If base tower is clamped with Quick•Point®, it is set up or shut 
down within seconds.

Automatic exchange of centre vice in Quick•Point® base tower
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Quick•Point® base tower 96 with collar for direct
mounting on machine tool table

highest clamping forces due 
to patented wedge closing 
design

ground pallet,
easy to clean

strong Base for direct mounting 
on the machine table(alternatively 
the unit can be set up on a
Quick•Point® 96 pallet).

Quick•Point® base tower 96, Ø176 mm, with collar Ø248 mm

Description/Type Height in mm
Diameter of collar 

in mm
Weight
in kg

Order No. Price

Quick•Point® base tower 96
with collar

80 248 10,0 65800-080

Quick•Point® base tower 96
with collar

100 248 11,5 65800-100

interface adapter for manual ope-
ration of the base tower. Can be 
connected to a pneumatic hose or 
operated directly with a compressed 
air pistol.

two different sized 
available: 80 mm
and 100 mm

pneumatic interface to 
clamp, release and control
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Due to the operating pannel the zero-point system can be 
handled manually.

In connection with Eco•Grip vice best accessibility in 5-face 
machining.

Automation > Quick•Point® base tower
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