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52

52

52

52

Quick•Point® 52

Description/
Type

Dimension
in mm

Weight 
in kg

Order 
No.

Amount 
Price

per piece

Quick•Point® 
52 mm stud 
distance

104 x 104
Height: 27

1,8 75600

up to 15

16 to 49

from 50

*Block pricing only applies for a purchase of Quick•Tower

Tower 70850, height 860
max. 7 pallets on each side

Tower 70650, height 668
max. 5 pallets on each side

13x 52 mm grid on every side

grid
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246 mm

246 mm

96

96

96

Quick•Tower zero-point pallets

Quick•Point® 96

Description/
Type

Dimension
in mm

Weight 
in kg

Order 
No.

Amount 
Price

per piece

Quick•Point® 
96 mm stud 
distance

192 x 192
Height: 27

5,8 75710

up to 10

11 tp 29

from 30

*Block pricing only applies for a purchase of Quick•Tower

Tower 70850, height 860
max. 4 pallets on each side

Tower 70650, height 668
max. 3 pallets on each side

7x 96 mm grid on every side

grid
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double guidance for jaws
with integrated slot nuts

equipped with double-sided holding 
teeth contour. Resting height 3 mm

centring accuracy
± 0.02 mm

thread to attach 
stoppers

activate a larger clamping range 
by turning around the jaws within 
one minute.

additional clamping location for 
non-stamped work pieces and 
semi-finished parts

Makro•Grip® 77, clamping range 120 mm

Description/Type
Dimensions

in mm
Weight
in kg

Order No. Amount
Price

per piece

Makro•Grip®

jaw width 77 mm
52 mm stud distance

base length:
130

clamping range:
0 - 120

3,1 47120

up to 15

16 to 49

from 50

Block pricing only applies for a purchase of Quick•Tower

Makro•Grip® – Ideal centre vice for serial parts
– machining with best accessibility
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Quick•Tower vices

Tower 70650, height 668 mm, max. 3 
vices upright and max. 5 vices lateral
on each side

Tower 70850, height 860 mm, max. 5 
vices upright and max. 7 vices lateral
on each side

Marginal interference diameter thanks
to compact design

Regardless of which clamping device – Quick•Tower provides a maxi-
mum of flexibiliy. Martin Baker Aircraft Co. Ltd
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double guidance for jaws
with integrated slot nuts

centring accuracy
± 0.02 mm

Makro•Grip® 77 profile clamping vice

Description/Type
Dimensions

in mm
Weight
in kg

Order No. Amount
Price

per piece

Makro•Grip® 77 
profile clamping 
vice, 52 mm stud 
distance

base length: 130
max. distance

between jaws: 40
3,7 49040

up to 15

16 to 49

from 50

Dimensions of centre vice – see page 34

Block pricing only applies for a purchase of Quick•Tower

Makro•Grip® profile clamping vice – castings, valves, ...
Express your creativity!

soft add-on jaws made of steel or 
aluminum – mounted to the base 
jaws via threaded screws

hardened
base jaws

At page 36 you will find the fitting add-on
jaws. Alternatively you can manufacture
them by yourself. (Drawings on request)
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Quick•Tower vices

Tower 70650, height 668 mm, max. 3 
vices upright and max. 3 vices lateral
on each side

Tower 70850, height 860 mm, max. 5 
vices upright and max. 5 vices lateral
on each side

Marginal interference diameter thank
to compact design Individual grid set-up possible also spaced over two pallets  
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Block pricing only applies for a purchase of Quick•Tower

Eco-Grip 125, clamping range 155 mm

Description/Type
Dimensions

in mm
Weight
in kg

Order No. Amount
Price

per piece

Eco•Grip 125
Ø 178 mm
+ bump stop 
Height 89 mm

clamping range:
0 - 155 mm
jaw width:
125 mm

6,3 67155

up to 9

10 to 29

from 30

hardened guidance made of steel - 
integrated in aluminum base body

equipped with double-sided holding 
teeth contour. Resting height 3 mm

centring accuracy
± 0.02 mm

thread to
attach
stoppers

colour-indicators for
bilaterally correct
insertion

ergonomic
recessed grip

Eco•Grip – ergonomic assembly by light-weight
aluminum base body (only 6.3 kg)!

patented reversible jaws for
large clamping range

vices with a fixed jaw in various 
sizes available upon request. 



93

Simple handling thanks to light-weight aluminum base body with hardened steel guidance

Quick•Tower vices

Tower 70650, height 668 mm,
max. 3 vices  on each side

Tower 70850, height 860 mm,
max. 4 vices  on each side

Marginal interference diameter thanks
to compact design
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Eco•Grip profile clamping vice – for bulky profile parts

On page 36 you will find the fitting add-on 
jaws. Alternatively you can manufacture
them by yourself. (Drawings on request)

Block pricing only applies for a purchase of Quick•Tower

Eco•Grip profile clamping vice 125

Description/Type
Dimensions

in mm
Weight
in kg

Order No. Amount
Price

per piece

Eco•Grip 125,
profile clamping vice,
96 mm stud distance

base length:
180 mm

max distance between 
jaws: 50 mm

7,7 69050

up to 9

10 to 29

from 30

hardened guidance made
of steel – integrated in
aluminum base body

centring accuracy
± 0.02 mm

hardened
base jaws
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Quick•Tower vice

Batch production of casting parts clamped in soft profile jaws

Tower 70650, height 668 mm,
max. 3 vices on each side

Tower 70850, height 860 mm,
max. 4 vices  on each side

Marginal interference diameter
thanks to compact design
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